
Prostake: Stake & Platform Bodies



Subframe - 3” Ibeam Crossmembers On 12” Centers, 
5” Structural Steel Channel Longitudinals On 12’-16 
Bodies 6” On 18’-26’ Bodies  - Painted Black

Bulkhead - Steel 48” High With Window  - Painted Black

Stake Pockets - Heavy Duty Steel Pockets Spaced To 
Accommodate Racks

Rub Rail - One-piece Steel Rail Welded Over Side 
Pockets Tapered At Each Corner

Floor - 1-5/16” Apitong

Bumper - 5” Structural Bumper With Pooched Surface

Exterior Lights - Per FMVSS-108 Prostake Standard  

Mounting - Full Mount-U Bolt

Mudflaps - Morgan 24” X 36” Black 

Morgan’s Bulkhead Design, Provides The Strength And
Protection You Expect, Plus Added Visibility To Your Cargo

The Prostake’s Steel Undercarriage Provide The Durability 
And Strength You Need To Transport Heavy Loads

Metal and Polypropylene Tool BoxesRacks Available in Wood or Metal

Our unique rub-rail design provided added protection

Apitong wood floor provides the durability and strength you 
need to transport heavy loads…and load and unload

product quickly and efficiently…again and again

 

• Painted Heavy-Duty Bulkhead with
   4 Vertical Steel Posts

• Smooth Or Diamond Steel Floor, Steel Over 
   Apitong Floor

• Rope Hooks, Chain Hooks

• Toolboxes

• Heavy-Duty Tie-Downs/Bull Rings In Floor

• Floor Pockets

• Variety Of Rack Models Available

• Load Binders

• Model 3606 Track For Load Binder

• Winch Bar

• 8” Structural Channel Longitudinals

• Various Liftgates And Bumpers Available

• Conversion Hoist

• Placards

• Lumber Rollers

Morgan Stake/Platform bodies are already
the best built and equipped in the industry.
But you can further enhance their performance
with a wide range of options. From bumpers
and cargo-restraint systems, to liftgates and
much more, trust Morgan to exceed your
highest expectations.

Options That Set the Standard

OPTIONSSTANDARD FEATURES

Various Cargo Controls

Variety of Bumper and Liftgates to Make
Any Delivery Fast and Efficient

Racks fit snugly into deep stake pockets to secure your load 
during transport; but allow easy removal for unloading

Floors Also Available in Metal 



Specifications - Prostake : Stake Platform
LENGTH DIMENSIONS

MODEL LENGTH 9’ 10’ 12’ 14’ 16’ 18’ 20’ 22’ 24’ 26’
“D” - EXTERIOR

LENGTH 9’ 4” 10’ 4” 12’ 4” 14’ 4” 16’ 4” 18’ 4” 20’ 4” 22’ 4” 24’ 4” 26’ 4”

“E” - LOADSPACE 
W/REAR RACKS 9’ 1-3/8” 10’ 1-3/8” 12’ 1-3/8” 14’ 1-3/8” 16’ 1-3/8” 18’ 1-3/8” 20’ 1-3/8” 22’ 1-3/8” 24’ 1-3/8” 26’ 1-3/8”

“E” - LOADSPACE 
W/O REAR RACKS 9’ 3-3/4” 10’ 3-3/4” 12’ 3-3/4” 14’ 3-3/4” 16’ 3-3/4” 18’ 3-3/4” 20’ 3-3/4” 22’ 3-3/4” 24’ 3-3/4” 26’ 3-3/4”

FLOOR WEIGHTS (Weight Per Foot)
MULTIPLY FIGURE X MODEL LENGTH FOR TOTAL WEIGHT

FLOORING TYPE 96”W 102”W FLOORING TYPE 96”W 102”W

1.12” APITONG PLYWOOD 33.1 35.4 1.12” APIT. PLY./10 GA. SMOOTH 
STL. 71.3 76.1

1.31” APITONG 35.9 38.4 1.31” APIT./10 GA SMOOTH STL. 64.8 69.2

1.12” APIT. PLY/.12” STEEL DIAM. PLT. 78.8 84.1 10 GA. SMOOTH STEEL ONLY 39.5 41.5

1.31” APIT./.12” STEEL DIAM. PLT. 72.5 77.4 .12” STEEL DIAMOND PLATE 
ONLY 46.3 49.4

RACK DATA

BODY
LENGTH SIDE RACK LAYOUT

TOTAL RACK 
WEIGHTS

WOOD STEEL

9’ 5’ / 4’ 177 198

10’ 5’ / 5’ 189 212

12’ 4’ / 4’ / 4’ 247 275

14’ 5’ / 4’ / 5’ 271 304

16’ 4’ / 4’ / 4’ / 4’ 329 366

18’ 5’ / 4’ / 4’ / 5’ 353 396

20’ 5’ / 5’ / 5’ / 5’ 377 424

22’ 5’ / 4’ / 4’ / 4’ / 5’ 435 487

24’ 5’ / 5’ / 4’ / 5’ / 5’ 459 516

26’ 5’ / 4’ / 4’/ 4’/ 4’/ 5’ 517 579

If Rear Racks Are Used, Add 80 Pounds For Wood Racks, 89 Pounds For Steel 
Racks.

BODY WEIGHTS (Does Not Include Flooring)

MODEL LENGTH 9’ 10’ 12’ 14’ 16’ 18’ 20’ 22’ 24’ 26’

BASE FRAME
16” CROSSMEMBER

SPACING

96” WIDE 433 478 557 646 725 868 943 1048 1124 1228

102” WIDE 445 491 571 663 743 888 966 1073 1150 1257

BASE FRAME
12” CROSSMEMBER

SPACING

96” WIDE 472 516 615 704 802 945 1040 1145 1240 1344

102” WIDE 486 532 633 725 826 971 1069 1176 1274 1380

Base Body Weight Includes: Front, Rear, And Side Rails, 3” I-Beam Crossmembers, 5” Structural Channel Longrails
  (9’ - 16’ Bodies) 6” Structural Channel Longrails (18’ - 26’ Bodies), Stake Pockets, Rub Rails, Pipe Spool Spacers.

BULKHEAD WEIGHTS

PLATFORM
WIDTH

BULKHEAD HEIGHT

STANDARD BULKHEAD EXPANDED METAL TOP

42” 48” 42” 48”

96 220 247 180 206

102 231 259 188 216

DIMENSIONAL KEY
A = Overall Width 
B = Width-Side Rail To Side Rail 
C = Width Between Racks
D = Overall Length
E = Useable Loadspace 

Products as shown may include optional equipment that is not part of the standard Morgan truck body configuration. Some product images may differ from current configurations and may not be available as depicted at the time of your order.
NOTE: All dimensions, weights, and measurements specified herein are subject to Morgan’s manufacturing tolerances, may change without notice, and may vary depending on options selected.

 Please Contact Your Morgan Representative for available options, complete up-to-date specifications and for measurements for your particular truck body and chassis. © Morgan Corporation 03/2019

For More Information Contact Your Represetative or Authorized Distributor

800-666-7426 morgancorp.comFollow Us


